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NOTE:
1.THE COST OF ALL SAWCUT CONTROL JOINTS SHALL BE INCLUDED
IN THE COST OF THE COLORED CONCRETE PAVEMENT AND
CONCRETE PAVEMENT. NO ADDITIONAL PAYMENT WILL BE MADE.

MOCK UP REQUIREMENTS:

VARIES
(SEE SITE PLAN)
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0 CONCRETE CURB

,— PROVIDE EXPANSION [JOINT
COLOR SHALL MATCH CONCRETE /

CONTRACTOR SHALL PROVIDE A 10’x10°
CONSTRUCTED SAMPLE OF DECORATIVE,
COLORED, AND CONCRETE SIDEWALK WITH THE
APPROPRIATE SAW CUTS FOR APPROVAL BY
ENGINEER.

PROVIDE SAW CUT CONTROL JOINTS 4'x4’ GRID
ONLY WITH IN AREAS OF CONCRETE SIDEWALK.

PROVIDE EXPANSION JOINT
COLOR SHALL MATCH CONCRETE

COLORED CONCRETE: INTEGRAL COLOR SHALL
MATCH EXISTING.

PROVIDE SAW CUT CONTROL JOINTS 2'x2" GRID ONLY
WITH IN AREAS OF COLORED CONCRETE.

DECORATIVE CONCRETE: 6"x6” GRANITE SETTS
INTEGRAL COLOR SHALL MATCH EXISTING

PROVIDE EXPANSION JOINT
COLOR SHALL MATCH CONCRETE

L—— COLORED CONCRETE FOR TREE GRATE CONCRETE FRAME

INTEGRAL COLOR SHALL BE 'SIERRA ROSE’

(PAY ITEM: TREE GRATE

)

SEE SITE ELECTRICAL PLANS FOR LOCATIONS

——— UP—LIGHTING SET IN CONCRETE CENTERED ON TREE GRATE

SPECIAL TREATMENT AREAS - DECORATIVE CONC. PAVEMENT, COLORED CONC.
PAVEMENT, AND CONCRETE SIDEWALK WITH CONTROL JOINT LAYOUT AT VILLAGE STREET

N.T.S

12" FLUSH G

RANITE CURB

BITUMINOUS CONCRETE PAVEMENT

5" GRANITE CURB

PROVIDE SAW CUT CONTROL JOINTS 4'x4’ GRID
ONLY WITH IN AREAS OF CONCRETE SIDEWALK.

(PAY ITEM: CONCRETE SIDEWALK)
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\— PROVIDE AND INSTALL TOPSOIL AND MULCH

SPECIAL TREATMENT AREAS - DECORATIVE CONC. PAVEMENT, COLORED CONC.
PAVEMENT, AND CONCRETE SIDEWALK WITH CONTROL JOINT LAYOUT AT STORRS ROAD (ROUTE 195)

N.T.S

PROVIDE EXPANSION JOINT
COLOR SHALL MATCH DECORATIVE CONCRETE

DECORATIVE CONCRETE: 18"x18” SLATE
INTEGRAL COLOR SHALL BE MATCH EXISTING

DECORATIVE CONCRETE: COLOR SHALL MATCH
EXISTING

MOCK UP REQUIREMENTS:

CONTRACTOR SHALL PROVIDE A 10°x10’
CONSTRUCTED SAMPLE OF DECORATIVE,
COLORED, AND CONCRETE PAVEMENT WITH THE
APPROPRIATE SAW CUTS FOR APPROVAL BY
ENGINEER.

PROVIDE SAW CUT
CONTROL JOINT

3/8"

1 /2"—|

PROVIDE SELF LEVELING SEALANT A
MINIMUM OF 4” THICK

SIKAFLEX 1C SL OR APPROVED EQUAL
COLOR SHALL MATCH CONCRETE

CONTROL JOINT EXPANSION JOINT

N.T.S. N.T.S.

CONTROL AND EXPANSION JOINT
DETAIL FOR CONCRETE WORK

PROVIDE EXPANSION JOINT

BOARD MIN. OF 3" BELOW
CONCRETE SURFACE

COLORED CONCRETE, F'c 4000 PSI MIN
CLASS F OR THICKNESS PER
REFERENCED DETAIL. SMOOTH FINISH.

6X6 W1.2xW1.2 WIRE
MESH REINFORCEMENT

GRAVEL SUBBASE
CTDOT M.02.06, GRADING B

COMPACTED SUBGRADE

NOTE:
1. SAW CUT CONTROL JOINTS ON 2'x2" GRID ADJACENT TO STAMPED
CONCRETE AREA OR AS INDICATED ON PLANS.

COLORED CONCRETE PAVEMENT

N.T.S

RN NN
KRR, R

EXISTING ASPHALT:

TEST SAMPLE:
CONTRACTOR SHALL PROVIDE A 6'x6’ CONSTRUCTED
SAMPLE OF DECORATIVE PAVEMENT FOR EACH COLOR,
AND PATTERN FOR APPROVAL BY ENGINEER.

EXISTING BASE
EXISTING SUBGRADE

NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. OWNER OR ENGINEER SHALL APPROVE PATTERN AND TEXTURE PRIOR TO INSTALLATION.
3. OWNER OR ENGINEER SHALL APPROVE COLOR PRIOR TO INSTALLATION.

DECORATIVE BITUMINOUS CONCRETE

IMPRINT SURFACING SYSTEM:
A HOT APPLIED POLYMER MODIFIED SYNTHETIC ASPHALT
COMPOUND INCORPORATING GRADED SAND AND GRANITE
AGGREGATES, REINFORCED WITH TWO TYPES OF FIBERS
WITH INTEGRAL COLOR THROUGHOUT.
IMPRINT GROUT LINE:
MIN. DEPTH 1/4”
PATTERN AS PER SPECIFICATION

#

PATCHING AND CRACK FILING WHERE REQUIRED THEN
TACK COATED PRIOR TO PLACING NEW ASPHALT

N.T.S.

CORPORATION PATTERN IMPRINTED INTO SURFACE

r\P/I'Od BOXCSA5%36 9—-0599
Telephone: %559 5735411 COLOR — HARDENER 3mm (1/8") +/—
Fax:” (559) 673-6246 PORTLAND CEMENT CONCRETE
W/ 6X6 W1.2xW1.2 WIRE MESH REINFORCEMENT
i /—COMPACTED BASE MATERIAL
3mm (1/8)+/_Aﬁ‘~ 2 A AT F—— A —
5" MIN. SR Ny S A AR —
8” MIN. 0 Oo / Oo 80
3 ...:. . Lo (b CO -
R R UL
S S S A I I I
XNATIVE SUB—BASE
NOTES:

1. PLEASE CONTACT LOCAL BOMANITE CONTRACTOR OR BOMANITE CORPORATION
FOR DETAILS REGARDING TOPPINGS.

DECORATIVE CONCRETE PAVEMENT

N.T.S

; BDO3C667A001
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ARCHITECTURE
ENGINEERING
ENVIRONMENTAL
LAND SURVEYING

355 Research Parkway
Meriden, CT 06450
(203) 630-1406
(203) 630-2615 Fax

STORRS CENTER - PHASE 1C
STORRS ROAD (ROUTE 195)
STORRS-MANSFIELD, CONNECTICUT
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